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The formation of a fracture network is a key process for many geo-
physical and industrial practices from energy resource recovery to
induced seismic management. We focus on the initial stage of a frac-
ture network formation, employing experiments on the symmetric
coalescence of two equal coplanar, fluid-driven penny-shaped frac-
tures in a brittle elastic medium. Initially, the fractures propagate
independently of each other. The fractures then begin to interact
and coalesce, forming a bridge between them. Within an intermedi-
ate period following the initial contact, most of the fracture growth
is localised along this bridge, perpendicular to the line connecting
the injection sources. Using light attenuation and particle image ve-
locimetry to measure both the fracture aperture and velocity field,
and characterise the growth of this bridge. We model this behaviour
using a geometric volume conservation argument, dependent on the
symmetry of the interaction, with a two-dimensional approximation
for the bridge. We also verify experimentally the scalings for the
bridge growth and the shape of the thickness profile along the bridge.
The influence of elasticity and toughness of the solid, injection rate
of the fluid and initial location of the fractures are captured by our
scaling.
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F luid-driven fracturing involves the propagation of a frac-1

ture within a solid due to pressure applied by a fluid. This2

technique has predominantly been used in unconventional en-3

ergy reservoirs with low permeabilities that make the resource4

difficult to extract (1). The creation of fractures increases5

the overall permeability of the rock formation, providing eas-6

ier paths for hydrocarbons to escape. Individual fractures7

within these formation networks can interact with each other8

by coalescing and altering propagation directions, which will9

have a large influence of the success of an operation. Other10

applications that may include similar coalescence dynamics are11

measurement of existing (in-situ) stresses (2), carbon seques-12

tration (3), geothermal energy recovery (4), magma transport13

(5), compensation grouting (6), and disposal of liquid waste14

underground.15

Recent experimental studies on single penny-shaped frac-16

tures successfully captured the dynamic behaviours for the17

propagation under two different dominant energy dissipation18

mechanisms, viscous dissipation and material toughness (7–9).19

In this paper we focus on the coalescence of two fluid-driven20

penny-shaped fractures when the fracture is dominated by the21

material toughness, and provide experimental observations22

and scaling arguments on the dynamic behaviour during the23

growth of bridges formed between two fractures. While the24

experiments and model are simplifications of the practical25

applications, the understanding of the physical mechanisms of26

fracture coalescence provides new insights into the initial stage27

of fracture network formation and may have implications in28

some of the applications previously noted.29

Experimental Setup 30

In order to investigate the coalescence of hydraulic fractures, 31

we designed a dual-fracturing experimental setup, which con- 32

sists of two injection needles with radii of 0.81 mm set in a 33

polyacrylamide hydrogel of dimensions 100 × 100 × 77 mm 34

(Fig. 1). Four polycarbonate plates of 1 mm were introduced 35

into the sides of the acrylic container to impose a small initial 36

principal stress perpendicular to the needle, which sets the 37

direction of fracture propagation. The plates ensured that 38

the two tensile fractures coalesced approximately on the same 39

plane, as long as the needle positions were fixed to the same 40

depth into the gel. The two needles were placed a distance 41

l0 apart. This distance l0 (30–40 mm) was sufficiently large 42

so that any rapid fracture due to initiation (radius . 5 mm) 43

around the needle tip did not influence the dynamics of co- 44

alescence; l0 was also chosen to be sufficiently small so that 45

finite container did not affect fracture propagation. 46

The hydrogels used in the experiments were transparent, 47

enabling detailed optical measurements. They were also brit- 48

tle and elastic, allowing significant variation in both Young’s 49

modulus E and fracture toughness K (10). Newtonian fluids, 50

water–glycerin mixtures with different dynamic viscosities µ, 51

were injected at constant volumetric rates Q0 into the hydrogel 52

using a syringe pump (HA PhD Ultra). The experimental 53

parameters (see methods) were chosen so that the fractures 54

propagated in the toughness-dominated regime before coales- 55

cence (7, 9, 11). 56

Mathematical Model and Experimental Results 57

A representative time evolution of the interaction between the 58

two fractures is shown in Fig. 2. Initially, the two fractures 59

propagated independently of each other as standard penny- 60
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Fig. 1. Schematic of the dual-fracturing experimental apparatus. Fluid is injected from
two separate syringes on a dual-syringe pump to ensure an equal injection rate into
each fracture, both of which are generated on the same plane.

shaped fractures in the x-y plane, where the injection needles61

are aligned along the x axis, and the distance between the62

fractures gradually reduced (Fig. 2a). When the fractures were63

sufficiently close, the stress intensity in the hydrogel increased64

significantly at the inner crack tip nearest to the other fracture65

(13), which caused the fractures to become attracted to each66

other. This attraction retards the outer radial growth of each67

fracture and induces propagation only in the direction of the68

other cavity, causing coalescence.69

The fractures were observed to coalesce and form a nar-70

row bridge at a particular time (which we denote by t = 0).71

Shortly after coalescence, we observed that significant fracture72

growth only occurred in the region close to the bridge, which73

caused a rapid growth of this bridge (Fig. 2b). When the74

bridge length 2d became comparable to the diameter 2R0 of75

each fracture, growth spread to the entire envelope of the76

two interacting fractures. As time progressed the two frac-77

tures gradually became indistinguishable, and approached the78

shape of a standard single radial fracture in the toughness79

dominated regime (with injection rate 2Q0). Particle image80

velocimetry (PIV) measurements are provided for each stage81

of the fracturing and coalescing process in Figs. 2a-e. We82

can see from Fig. 2a that initially the flow was mostly radial,83

similar to that observed for single fractures (7). Then once84

the fractures coalesced, the flow everywhere was attracted85

towards the bridge and a large increase in velocity occurred in86

the vicinity of the bridge (Fig. 2b). After this initial spike in87

velocity and as the bridge began to grow, a stagnation point88

appeared in the centre of this bridge, with velocity vectors89

pointing along the bridge in the y direction towards its edges90

(Figs. 2c-e).91

In Figs. 2f and 2g we can see the evolution of coalescence92

along the x-z plane, where the fracture is assumed to be93

symmetric about its mid-plane. Shortly after the cracks first94

touched, the profile in this plane centred at the point of coa-95

lescence can be seen to level out quickly. A three dimensional96

image of the bridge at a particular time is also shown in figure97

3, where the full shape of the bridge and its roughness can be98

seen.99

Mathematical Model. The interface shape in the x-y plane mo-100

tivates us to explore the behaviour for the growth of the bridge101

shortly after the coalescence of two fractures. In particular,102

we investigate the growth of the bridge length 2d, employing103

a volume conservation argument surrounding a local region at 104

the point of coalescence (14–18). We consider a box around 105

the bridge of volume V (Fig. 2c), with length 2d, width 2b and 106

height h. Assuming the individual fractures are circular, geom- 107

etry implies that b = R0 −
(
R2

0 − d2)1/2 ≈ d2/2R0, provided 108

d� b. Thus, the volume of this box is V ≈ 4dbh ≈ 2d3h/R0. 109

The PIV experiments further illustrate that after a very brief 110

initial increase, the flow rate into either side of the box settles 111

to a constant value and is approximately the imposed injection 112

rate Q0 (Fig. 4). It follows that 113

dV
dt ≈

2d3h

R0t
≈ 2Q0, [1] 114

which provides the scaling relation for the length of the bridge 115

d ≈
(
Q0R0

h

)1/3
t1/3. [2] 116

Note that the scaling relation (2) is dependent on the height 117

h of the bridge. Consequently, in order to obtain a relationship 118

for the bridge height evolution with time, we further assume 119

that the bridge section can be approximated as a two dimen- 120

sional fracture. The pressure p inside the two-dimensional 121

fracture is p ≈ E′h/d, where E′ = E/(1 − ν2) is the plane 122

strain modulus and ν is the Poisson ratio (19). Assuming that 123

the dominant energy dissipation mechanism for the growth 124

of the bridge is through fracture tip opening rather than vis- 125

cous dissipation, the fracture propagation condition yields 126

pd1/2 ≈ K, where K =
√

2γsE′ is the material toughness 127

and γs is the fracture surface energy of the material (11). 128

Combining this propagation condition, the pressure relation 129

p ≈ E′h/d and the mass balance equation (1), we establish 130

the following scaling relations for the bridge length and height 131

d ≈
(
Q0R0E

′

K

)2/7

t2/7 and h ≈
(
Q0R0K

6

E′6

)1/7

t1/7. [3] 132

Equation (3) incorporates the influence of fluid injection rate 133

Q0, the Young’s modulus E and material toughness K of the 134

solid and the distance 2R0 between the fracture centres at the 135

moment of coalescence. 136

Experimental Results. The experimental measurements of the 137

bridge length 2d for various parameters are plotted in Fig. 138

5a. We further rescale the raw data for d based on the bridge 139

scaling equation (3), which leads to a convincing collapse 140

onto a single curve in Fig. 5b. The best power-law fit d = 141

α1(Q0R0E
′/K)2/7tβ1 through the rescaled data during times 142

when d . R0 after coalescence provides a dimensionless pre- 143

factor of α1 = 0.81 ± 0.07 and exponent β1 = 0.31 ± 0.02. 144

Similarly, we can analyse the experimental data for the bridge 145

height growth at the point of coalescence in Fig. 5c. We 146

measure h by using a 10 pixel average around the point of 147

coalescence. Scaling the data according to equation (3), we 148

again obtain a reasonable collapse (Fig. 5d). The best fit has 149

the form h = α2(Q0R0K
6/E′

6)1/7tβ2 . Fitting this form for 150

early times of bridge growth, we obtain α2 = 2.5 ± 0.2 and 151

exponent β2 = 0.14± 0.03. The data collapse in both d and 152

h, and the agreement of the fitting exponents, within error 153

bounds, with the theoretical values in (3) indicate that we 154

have successfully captured the initial bridge formation process 155

during the fracture-coalescence experiments. 156
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Fig. 2. Time evolution of the coalescence process of two fractures: a-e, top-view images and f-g, side-view images. The time at which each image was taken is a, t = −6 s; b,
t = 0.01 s; c, t = 0.8 s; d, t = 2.5 s; e, t = 21 s; f, t = 0.04 s; and g, t = 0.6 s. The noise in f and g is an artefact of the calibration. Both light attenuation (Exp1) and
PIV (Exp6) measurements are employed (but not simultaneously for the same experiment), and in a to e we show the fracture thickness and velocity field from two repeated
experiments at the same time. The distortion of light in the dyed images is due to the presence of injection tubes connected to the syringe pump. The colourbar of the PIV
images correspond to the velocity magnitude and values shown in (b) are 4 times that in other top-view images.

O’Keeffe et al. PNAS | October 10, 2018 | vol. XXX | no. XX | 3



DRAFT

Fig. 3. Three dimensional image of the bridge formed during the coalescence of two
fractures in Exp1 at t = 0.04.
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Fig. 4. Measured velocity into either side of the bridge box (Exp6). Inset: a represen-
tative computed volume flux value into each side of the bridge box is constant and
approximately Q0, the imposed injection rate (see S.I.).
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Fig. 5. Experimental measurements of the half bridge length d and height h as a
function of time: a, raw data of d; b, rescaled data of d according to (3); c, raw data
of h; d, rescaled data of h using (3). The points where d ≈ R0 are denoted by the
circular markers in a and b. The data collapse in b and d indicates that the scaling
argument (3) captures the fracture coalescence dynamics. In addition, power-law
fit provides α1 = 0.81 ± 0.07, β1 = 0.31 ± 0.02, α2 = 2.5 ± 0.24 and
β2 = 0.14± 0.03: The scaling exponents are also consistent with (3).

The height profile along the bridge in the y-z direction is 157

shown in Fig. 6a. Using the toughness height scaling equation 158

(3), we collapse the thickness profiles at different times to 159

a single elliptical shape (Fig. 6b), which provides further 160

evidence that the major resistance for bridge growth in our 161

experiments is dominated by fracture tip opening. The time 162

evolution of the profile shape is further examined in this initial 163

stage of coalescence in Fig. 7a, where ds(x, t) represents the 164

profile shape above the line y = 0 connecting the injection 165

points and hence d(t) = ds(0, t). The shape evolution also 166

suggests a local universal behaviour: rescaling the data using 167

the geometric relationship leads to good data collapse around 168

the minimum (Fig. 7b). 169

We note that the resistance for the bridge growth is domi- 170

nated by material toughness in these experiments. We antici- 171

pate the existence of another regime when the dominant energy 172

dissipation mechanism is viscous drag, which is currently un- 173

der investigation. We also note that at very late times, the 174

coalescing hydraulic fractures fully merge and propagate as a 175

single penny-shaped fracture, with a radius growing according 176

to ∝ t2/5 in the toughness regime (see S.I.). 177

Conclusions 178

To summarise, we investigated experimentally the coalescence 179

of two coplanar penny-shaped hydraulic fractures. In partic- 180

ular, we focused on the early stage of coalescence when two 181

fractures touch each other to form a bridge. We identified 182

the dynamics of the bridge formation process, which provides 183

a novel aspect involved in the formation of a fracture net- 184

work. Our study addresses a key understudied facet of a wide 185

range of practical applications in the recovery of subsurface 186

energy resources, such as shale gas and geothermal energy, 187

and induced seismic management from fracturing projects. 188

We also note that heterogeneity is common in many of these 189

applications and this may have a significant effect on some of 190

the dynamics observed, which provides a direction for future 191

investigation. 192

Materials and Methods 193

Experimental parameters. The experimental parameters used in this 194

paper for each experiment are located in Table 1. The distance 195

between the injection points l0 was varied between 30 and 40 mm. 196

The Young’s modulus E was changed by approximately a factor of 197

3 from 97 to 320 kPa. The viscosity of the injected fluid µ ranged 198

from 0.28 to 1.13 Pa·s, approximately a factor of 4. The volumetric 199

injection rate Q0 also varied by an order of magnitude from 2.0 200

to 20 mL/min. The upper constraints of the injection rate for a 201

given fluid viscosity were mainly imposed by the strength of the 202

syringe pump. For the case of a single fracture, the transition time 203

scale tmk = (µ5Q3
0E
′13/K18)1/2 varies between 10−6 and 10−4 s 204

for these particular experiments, verifying that it is in the toughness 205

regime pre-coalescence. 206

Experiments 1-5 use light attenuation and experiments 6-8 use 207

PIV measurements. All measurements are taken using a high 208

speed camera (Dalsa Falcon 2 4MP), with a spatial resolution 209

of 1 pixel ≈ 0.037 mm, and frames per second ranging between 210

60-120 depending on the experiment. The Digiflow software was 211

used extensively in processing the videos and taking measurements 212

(12). Thickness measurements were obtained from light attenuation 213

experiments that required calibration using a glass wedge of known 214

dimensions. This procedure is detailed extensively in previous 215

studies (9, 10, 20). 216
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Fig. 6. Experimental measurements of the time evolution of the bridge height profile
h in the y-z plane (Exp3): a, raw data; b, rescaled data using (3). The rescaled
bridge heights collapse to a universal profile which has an elliptical shape (bold line).
The noise in the data is from surface roughness along the bridge. The elliptic fit has a
semi-major and minor radii of 1.2× 10−2 and 2.3× 10−3, respectively.

-5 0 5

x(m)
×10

-3

0

2

4

6

8

d
s
(m

)

×10
-3

a

0.2 s

0.4 s

0.6 s

0.8 s

1 s

1.2 s

-20 0 20

2R0x/d
2

1

1.5

2

2.5

3

d
s
/
d

b

Fig. 7. Experimental measurements of the time evolution of the fracture profile on the
x-y plane following the coalescence of two fractures (Exp1): a, raw data; b, rescaled
data. The rescaled profiles, according to b ≈ d2/2R0, collapse to a universal shape
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Velocity field. Velocity field information was obtained from PIV217

experiments. A light sheet of approximately 10 mm was created218

using two arc lamps and slits on the side of a blacked out chamber219

holding the hydrogel. The fracturing fluid was then seeded with220

particles of diameter 40µm (Orgasol). The particles within the221

fracture were then illuminated with the light sheet and tracked222

using a PIV algorithm. The Digiflow software was used to calculate223

the corresponding velocity measurements (12). A small amount of224

fluorescein was also added to the fluid so that the fracture edge could225

be distinguished, but not so much that the light off the particles226

was saturated. The representative flux Q in Fig. 4, is calculated227

using Q ≈ 〈u〉2dh. Since no h measurements are available from PIV228

experiments, it was estimated using the experimental parameters229

and the pre-factor obtained from the fit in Fig. 5d.230

Table 1. Experiments conducted with particular values of physical
parameters.

Exp l0(mm) E(kPa) µ(Pa·s) Q0(mL/min) γs(Jm−2)

Exp1 40 97 1.13 5.0 5.2
Exp2 40 97 1.13 2.0 5.2
Exp3 40 125 1.13 20 4.4
Exp4 35 125 0.28 10 4.4
Exp5 35 320 0.66 20 3.6
Exp6 40 97 0.44 5.0 5.2
Exp7 35 157 0.35 5.0 5.2
Exp8 30 125 0.37 5.0 4.4
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