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Abstract
In recent years, much of the research in geotechnical earthquake engineering has focused
on liquefaction of loose, saturated sands and silts. However, the dynamic behaviour of
soft, clayey soils and their interaction with pile foundations during the earthquakes have
received relatively little attention. In this study, an attempt is made to investigate the
dynamic behaviour of soft clay and its interaction with pile foundations during earthquakes using high gravity centrifuge testing. A model single pile and two sets of 3 × 1 row
model pile groups with different pile spacing were embedded in soft kaolin clay and tested
under the action of model earthquakes at 50 times the earth’s gravity. The strength and
stiffness of clay were evaluated using a T-bar test and an air hammer device respectively.
The focus of this research is to investigate the dynamic response of friction piles in soft
clay. However, this depends on the dynamic response of the soft clay layer around the pile.
To this end, one-dimensional ground response analysis was performed using DEEPSOIL
software to emphasise the importance of non-linear analysis in characterising the seismic
behaviour of soft clays. It will be shown that clay response depends both on the earthquake
intensity and the shear strength and stiffness of the clay layer. This has a direct bearing on
the response of single piles and pile groups, with larger amplification occurring for small
intensity earthquakes and attenuation occurring for stronger earthquakes.
Keywords Centrifuge · Earthquakes · Pile group · Single pile · Soft clay

1 Problem definition and background
Fine-grained soils with high moisture content and low shear strength are characterised as
soft soils and are usually considered as challenging for the design of geotechnical structures. Such soft soils are widely spread along the coastal lines of many seismic regions like
Indonesia, Philippines, Mexico, India, and China. Large and differential settlements are the
typical problems usually observed in the structures constructed over soft soils. Moreover,
during the earthquakes, soft soils can amplify the seismic motion and can significantly
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influence the amplitude, frequency and duration of ground motion that reaches the foundations and hence the subsequent dynamic response of the superstructure.
In such problematic soft soils, pile foundations are widely used on land and offshore
to transfer heavy superstructure loads to deep layers of soil, relying on skin-friction and
end-bearing. Further, pile foundations are considered as a solution to control the total and
differential settlement of structures constructed over soft soils (Hansbo 1984; Horikoshi and Randolph 1996). In earthquake-prone areas, along with the static loads from the
superstructure, these pile foundations are subjected to additional dynamic loads from the
surrounding soil during seismic events. If they are not designed to resist these additional
loads, pile foundations can fail. Therefore, the response of pile foundations and surrounding soil during earthquakes should be well understood for the safe design of deep foundations and the superstructures they support.
Some analytical and numerical solutions have been developed since after 1964 Niigata
and Alaskan earthquakes for understanding the behaviour of pile foundations during earthquakes (Agarwal 1973; Novak 1974; Gazetas 1984; Mamoon and Banerjee 1990; Fan et al.
1991; Anoyatis et al. 2013). However, most of these studies are focussed on dynamic pile
foundation behaviour in cohesionless soils.
Further, experiments using shaking table at normal gravity (1 g) are widely adopted
by several researchers (Mizuno et al. 1984; Mizuno and Iiba 1992; Finn and Gohl 1992;
Sreerama 1993; Meymand 1998; Hokmabadi 2014; Durante et al. 2016) to study the
dynamic behaviour of piles because of the simplicity in testing. It is now well-established
that 1-g shaking table tests do not simulate field stress–strain conditions in a small-scale
model. The stress–strain similarity between model and prototype can be obtained by subjecting the models to enhanced gravity field using a centrifuge. More details about centrifuge testing are discussed in later sections. A reasonable number of centrifuge studies have
been carried out to investigate the behaviour of pile foundations in dry and saturated sands
for both level and inclined ground conditions (Madabhushi et al. 2010). However, a very
limited amount of experimental data is available on the dynamic behaviour of pile foundations in soft clay. The few centrifuge experimental studies on clays with pile foundations
(Rashidi 1994; Wilson 1998; Banerjee 2009; Zhang et al. 2017) are all for end-bearing pile
foundations, in which most of them observed amplification in pile foundations and clay
response for the different intensities of shaking. In contrast, Idriss (1990) predicts significant amplification in soft clays for low to medium bedrock accelerations up to 0.3 g and
attenuation for stronger bedrock accelerations, based on equivalent linear analyses. Also,
the recent study of Zhou et al. (2017) on deep offshore clay deposits confirm the attenuation of accelerations during large earthquakes due to the soil nonlinearity and local shear
failure. Therefore, there is a scarcity of good quality research that explains the behaviour
of friction pile foundations before and after the yielding of clay during strong earthquakes.
In the present study, centrifuge experiments have been carried out to study the dynamic
behaviour of friction pile foundations in such soft clays where one can expect the local
yielding of clay during the strong earthquakes. It is acknowledged that the use of friction
pile foundations in soft clay is less common in practice due to their limited axial capacity.
However, this experimental data can be used to validate existing analytical models or propose new ones to simulate the behaviour of friction pile foundations in soft clay under seismic action. In this study, model pile foundations made from aluminium tubes were used
to fabricate a single pile and two sets of 3 × 1 row model pile groups with different pile
spacing and were embedded into the soft kaolin clay. The strength and stiffness of clay
were evaluated using the T-bar test (Lau 2015) and air hammer device (Ghosh and Madabhushi 2002) respectively. This paper first discusses the influence of intensity of sinusoidal
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excitations on clay behaviour based on the observations from the centrifuge data. Further,
one-dimensional (1-D) ground response analysis using DEEPSOIL (Hashash et al. 2017)
was performed to highlight the differences between equivalent linear and non-linear analyses for the soft soil sites. Later, the behaviour of single pile and pile groups during the
small and strong intensity sinusoidal excitations are discussed based on the results obtained
from the centrifuge testing. The following section explains the experimental procedure
adopted in this study.

2 Experimental procedure
2.1 Physical modelling using the centrifuge
Centrifuge modelling facilitates simulation of the field stress–strain conditions in a
scaled-down model of a geotechnical structure. The scaled-down models are subjected to
increased g-field with the help of a large geotechnical centrifuge to achieve stress–strain
similarity in model and prototype. Convenient scaling, ease of data monitoring, repeatability, controlled conditions and smaller costs make centrifuge modelling preferable over
full-scale field tests. The principle, mechanics, scaling laws, various types of centrifuge,
advantages and disadvantages of centrifuge modelling are well covered in Schofield (1980)
and Madabhushi (2014).
In this research, the Turner beam centrifuge (Schofield 1980) at Schofield Centre,
University of Cambridge, was used to test the scaled centrifuge models. Stored angular
momentum (SAM) actuator developed by Madabhushi et al. (1998) was used to fire the
sinusoidal excitations of required strength. Equivalent shear beam (ESB) box (Brennan and
Madabhushi 2002) was used as a container to prepare the model.

2.2 Materials, equipment and model construction
2.2.1 Clay
Laboratory grade speswhite kaolin clay was used to prepare the clay slurry. Kaolin has
been widely used in many experimental campaigns in Cambridge (Lau 2015). This artificial clay helps to keep the clay mineralogy constant between the tests and thus eases
the repeatability of tests. The properties of speswhite kaolin clay (Lau 2015) are given in
Table 1.

2.2.2 Model pile foundations
An aluminium tubular model pile of length (l) 210 mm, diameter (d) 15 mm and thickness
(t) 1 mm was used in this study to fabricate a single pile and two 3 × 1 row pile group configurations with different pile spacing (2.67d and 5.33d centre-to-centre). The main intention behind these pile groups is to have a pile group with significant interaction between
the piles (with pile spacing of 2.67d) and the other pile group with very little interaction
(with pile spacing of 5.33d) during the earthquakes. Hereafter, the closely spaced pile
group will be referred as pile group-1 and widely spaced pile group as pile group-2. The
surface of all the model piles was smooth, and the pile heads were attached to a pile cap as
seen in Fig. 1. The dimensions shown in Fig. 1 are at model scale, and the values within
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Table 1  Properties of speswhite
kaolin clay (Lau 2015)

Property

Value

Plastic limit, PL (%)

30

Liquid limit, LL (%)
Plasticity Index, PI (%)
Specific gravity, Gs
Slope of critical state line (CSL) in q′–p plane
Slope of an unload-reload line, (κ)
Intercept of CSL at p′ = 1 kPa (Γ)
Slope of normal consolidation line (λ)

63
33
2.60
0.90
0.039
3.31
0.22

Fig. 1  Pile foundations used in the study, a single pile, b pile group-1, c pile group-2

the parentheses represent the prototype dimensions. The flexural stiffness of the prototype
single pile is equivalent to a 0.75 m diameter high strength concrete pile. Pile groups-1 and
2 carry the same mass per pile from the pile cap, irrespective of pile spacing, and slightly
less than the mass carried by the single pile. In terms of force, single pile and pile groups
carry a vertical load of 41.5 N and 87.5 N respectively at model scale and 103.75 kN and
218.75 kN respectively at prototype scale.

2.2.3 Model preparation
Clay slurry was prepared by mixing the speswhite kaolin clay powder and de-aired water
in 1:1.25 ratio under the vacuum. The prepared clay slurry was filled into the ESB box to
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the required depth. To obtain a more realistic soft clay profile (with a given strength at
the surface and then increasing strength with depth), a combination of consolidation under
vertical stress and hydraulic consolidation by suction-induced seepage (HCSS) were used
to consolidate the clay slurry. Schematic view of the consolidation process adopted in this
study is shown in Fig. 2. The working principle of HCSS along with a discussion on its
validity was reported earlier by Robinson et al. (2003). The ESB box with clay slurry was
placed under a computer-controlled hydraulic press to consolidate under vertical stress.
Once the clay was consolidated under the applied vertical stress, the sample was further
consolidated using HCSS method. The vertical stress and suction for HCSS method were
applied combinedly aiming an average undrained shear strength of around 5 kPa.
The depth (H) and density (ρ) of the clay after consolidation and trimming for the
levelled surface were 220 mm and 1623 kg/m3, respectively. Piezo-electric accelerometers (P) and micro-electro-mechanical systems (MEMS) accelerometers were used to
measure the accelerations in clay and pile foundations respectively. Linear variable differential transformers (LVDTs) were used to measure the settlement of clay and pile
foundations at various stages of the test. Thin polytetrafluoroethylene (PTFE) stands
were used to hold the piezo-electric accelerometers in the clay model at required depth
and in the proper orientation. Small openings were facilitated in the PTFE stand at
required depths along the stand and the piezo-electric accelerometers were placed in
these openings. Vertical holes were drilled at the required locations in the consolidated
clay model for the insertion of PTFE stands with piezo-electric accelerometers. The
PTFE stands with the piezo-electric accelerometers were placed in these drilled holes
with the least stiffness side of the PTFE stand placing in the direction of shaking. These
drilled holes were later filled with partially consolidated kaolin slurry and the suction in
the clay further consolidates the filled slurry. Recordings from the piezo-electric accelerometers placed on their own within the clay model at deeper depths (placed in the
model before pouring the clay slurry) and at surface (placed after the clay consolidation)
are consistent with the readings recorded by the piezo-electric accelerometers attached
to the PTFE stand at similar depths indicating there is no interference of PTFE stand in
piezo-electric accelerometers’ functionality during the earthquakes. MEMS accelerometers were directly glued on to the pile caps of both single pile and pile groups. Figure 3
shows the plan view of the model and Fig. 4 shows the cross-section of the model in
which the location of the instruments can also be seen. The dimensions in Figs. 3 and 4

Fig. 2  Schematic view of the setup used for clay consolidation
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Fig. 3  Plan view of the centrifuge model (not to scale)

Fig. 4  Cross-section along the plane X–X (not to scale)

are at model scale, and the values within the parentheses represent the prototype dimensions. Recordings from only a few instruments have been discussed in this article and
only those are shown in Figs. 3 and 4. More details about the complete instrumentation
and model preparation for similar tests can be found in Garala (2016).
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Piles were installed manually at an approximate rate of 5–8 mm/s with intermittent
stops to check for the verticality of the pile. Single pile was installed first followed by the
installation of pile group-1 and pile group-2 respectively. Though the single pile and pile
group-1 were sited on the same vertical plane in the direction of shaking, the clear gap of
8.33d between them should minimise any dynamic interaction between the two. Also, the
response from piezo accelerometers in the clay model can be considered as free-field clay
response as the accelerometers were located reasonably far from the pile foundations and
in a different vertical plane as shown in Fig. 3.

2.2.4 Centrifuge testing and input motions
The model was swung up to 50 g in increments of 10 g with a closed bottom drain in the
centrifuge. It is worthy to mention that the consolidated clay sample will be under suction
after unloading from the hydraulic press. When the clay sample is in the centrifuge, these
suction pressures reduce due to an increase in the body forces and hence large effective
stresses. No water was allowed to flow into the model after unloading the soil sample from
the hydraulic press, even in the centrifuge. This procedure was adopted to obtain a relatively soft clay profile with depth. Once the clay model attains equilibrium, the following
planned sinusoidal excitations (hereafter called as input motions) were fired using the SAM
actuator (see Table 2). The reason behind the selection of these input motions is to subject
the model to a variety of shaking intensities ranging from smaller to stronger magnitudes.
The important research outcomes from this series of centrifuge experiments are discussed
in the following sections.

3 Seismic behaviour of clay
3.1 Strength and stiffness of model clay layers
The strength of the consolidated clay was determined using a T-bar test (Lau 2015) at normal
gravity (1 g) immediately after unloading the model from the hydraulic press and after the
centrifuge test. Figure 5a shows the undrained shear strength of clay (cu) determined from the
T-bar before and after the centrifuge test along with the desired strength profile. In Fig. 5a,
the depth axis is shown in prototype units for the better understanding of the results in later
sections even though the T-bar tests were performed at 1 g. The small humps at 1.7 m (before
the test) and at 1.4 m (after the test) are because of disturbance to the T-bar driving actuator. It can be observed from Fig. 5a that the cu of clay before the centrifuge test is increasing
with depth, indicating the success of HCSS consolidation. Also, there is a small increase in
cu in the top half of the clay model after the test because of the reconsolidation of clay in the

Table 2  Sinusoidal excitations
considered in the study (at
prototype scale)

Excitation

Frequency (Hz)

Peak base
acceleration
(g)

Input motion-1

0.6

0.07

Input motion-2
Input motion-3

0.8
1.2

0.10
0.22
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Fig. 5  a Undrained shear
strength of clay (measured at
1 g), b shear wave velocity of
clay at 50 g

centrifuge at 50 g. Therefore, cu of the clay before the earthquakes is slightly greater than the
clay strength reported at 1 g before the test. Further, the stiffness of the clay was determined
after the reconsolidation of clay at 50 g in the centrifuge using the air hammer device (Ghosh
and Madabhushi 2002). Figure 5b shows the variation of the shear wave velocity (vs) with the
depth of the clay. For calculating the natural frequency, an average vs of ~ 80 m/s is considered
(close to 4.5 m depth).
v
Natural frequency (f) of clay can be computed from f = 4Hs , where H is the depth of the
clay layer (11 m), which gives 1.82 Hz as the natural frequency of the clay layer.

3.2 Dynamic response of clay layers
The dynamic response of clay layers (and pile foundations) are presented at prototype
scale, except where stated. Figure 6 shows the acceleration and corresponding fast Fourier transform (FFT) at different depths in the clay during the input motion-1. In addition
to the driving frequency (0.6 Hz), harmonics of the driving frequency were also present
in the input motion as shown in the FFT of the input motion (see Fig. 6). As the input
motion propagates through the soft clay, the harmonics near the natural frequency of the
clay (1.82 Hz) got amplified as shown in Fig. 6. As the driving frequency is far from the
natural frequency, no considerable amplification was observed in the clay at the driving
frequency. Similar behaviour was observed even during the input motion-2, for which the
driving frequency and peak base acceleration were 0.8 Hz and 0.10 g respectively.
Figure 7 shows the acceleration recorded during the stronger intensity input motion-3
(driving frequency of 1.2 Hz) along a vertical profile of piezo accelerometers. Similar to
the previous case, the harmonics at 2.4 Hz and 3.6 Hz of the input motion were amplified up to 8.25 m and attenuating at shallower depths. Also, the driving frequency was
attenuating at shallower depths where the clay cu is smaller (see Fig. 5a). Therefore, it can
be inferred from the Fig. 7 that the shear stresses induced by this relatively strong input
motion are approaching the limiting cu between 6.75 and 8.25 m.
Shear stress (τ) generated because of acceleration signal propagation at a depth of
8.25 m during input motion-3 can be computed using Eq. (1) as:
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Fig. 6  Propagation of input motion-1 along the soft clay

𝜏 = G𝛾 = 𝜌v2s

G
𝛾
G0

(1)

where ρ is the mass density, vs is the shear wave velocity, GG is the normalised shear modu0

lus value (G is the shear modulus at any given point and G0 is the maximum shear modulus) at a strain of γ.
G
and γ for input motion-3 at a depth of 8.25 m are determined using Brennan et al.
G
0

(2005) and shown in Fig. 8a. More details regarding the modulus reduction and damping
curves are covered in the later sections.
From Fig. 8a, GG = 0.16 at γ = 0.32% at a depth of 8.25 m for the peak acceleration cycle
0

propagation during the input motion-3.
Substituting these values in Eq. (1), τ = 1623 × 852 × 0.16 × 0.0032.
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Fig. 7  Propagation of input motion-3 along the soft clay

𝜏 ≈ 6000 pa = 6 kPa
At depths shallower than 8.25 m, accelerations may have tried to amplify further causing shear stresses to exceed 6 kPa. However, the limited values of cu within the shallower
depths constrained the increase of shear stress, causing the clay to yield and limiting the
accelerations.
In Fig. 7, the attenuation of accelerations at shallower depths is clearly seen. This is
attributed to the inability of clay to transmit the input accelerations due to its limited shear
strength. In order to investigate the stress wave propagation in a yielding soil, 1-D analyses
were carried out in linear and non-linear materials as explained next.
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Fig. 8  a Normalised shear modulus, b damping curves used in the DEEPSOIL analysis at a depth of 8.25 m

3.2.1 1‑D ground response analysis using DEEPSOIL
Typical ground response analysis involves the understanding of changes in stress waves
as they propagate through the soil profile from the bedrock to the surface. In 1-D ground
response analysis, all layers of soil strata are assumed to be horizontal and that the response
of a soil deposit is predominantly caused by vertically propagating S
 h waves from the
underlying bedrock (Kramer 1996). 1-D ground response analysis can be performed by
linear, equivalent linear or non-linear methods. Clearly linear and equivalent linear methods do not capture the soil yielding as there is no limit on shear strength in such analyses.
Non-linear analysis carried out in the time domain can capture the limiting accelerations
transmitted during a strong earthquake, such as input motion-3 explained in the previous
section.
Recent studies on seismic site characterisation used 1-D linear or equivalent linear site
response analysis (Phanikanth et al. 2011; Mahmood et al. 2016; and Puri et al. 2018), in
which there are a few sites with soft clay deposits. To emphasise the difference between
equivalent linear and non-linear seismic site response analyses for soft clays, 1-D equivalent linear and non-linear analyses were performed on a soil model that closely represents
the soft clay in the centrifuge test using DEEPSOIL software (Hashash et al. 2017). The
results obtained from the DEEPSOIL analyses were compared with the centrifuge data.
The 11 m deep soft clay was divided into a finite number of layers of small thickness in
the DEEPSOIL software, and corresponding density, shear wave velocity and undrained
shear strength (see Fig. 5) were assigned to each layer. Shear modulus reduction and damping ratio curves for the model clay layer were determined from the dynamic centrifuge data
as explained.

3.2.2 Shear modulus reduction and damping curves
Shear stresses and shear strains were computed at various depths from the accelerationtime histories following Brennan et al. (2005). Shear modulus and damping ratio were
determined by plotting the variation of shear stress with shear strain (hysteresis loops).
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Maximum shear modulus (Gmax) was determined from Gmax = 𝜌v2s , where ρ is the density
and vs is the shear wave velocity (see Fig. 5b).
Figure 8 shows the normalised shear modulus (ratio of shear modulus to the maximum
shear modulus) and damping computed from all the shaking events in this centrifuge test
at an average depth of 8.25 m. The typical modulus reduction and damping curves available in the literature are also shown in Fig. 8. Vucetic and Dobry (1991) modulus reduction and damping curves consider the influence of PI of the clay but are independent of
effective confining stresses (σ0′). Darendeli (2001), on the other hand, considers the influence of both σ0′ and PI of the clay. The values obtained in this study are closer to the
modulus reduction and damping curves proposed by Darendeli (2001). For this analysis, a
smoothed curve has been fitted for the obtained data points within the strain range of interest (10−2–1%) to establish the modulus reduction curve to closely represent the dynamic
behaviour of soft clay tested in the centrifuge. However, the damping values are widely
spread across the strain values, and a smoothed curve cannot be established. It can be seen
in Fig. 8a that the values on the smoothed modulus reduction curve are almost 20% less
than the values of Darendeli (2001) at the same strain. Therefore, the damping values of
Darendeli were increased by 20% and used as a damping reference curve in this analysis
as shown in Fig. 8b. The multiple trial and error attempts using DEEPSOIL indicated that
the assumed modulus reduction and damping curves represent the tested soft kaolin clay
more realistically. Groholski et al. (2016) generalised quadratic/hyperbolic (GQ/H) model
with shear strength control was used in this analysis. This model automatically corrects the
reference curves based on the specified shear strength at the large strains (Hashash et al.
2017).

3.2.3 DEEPSOIL analysis and comparison with centrifuge results
The acceleration recorded by the deepest accelerometer in the clay profile during the centrifuge test was used as the base excitation for the DEEPSOIL analysis. Figure 9 shows the
acceleration recorded at the surface of the clay profile for the input motion-1 from both
centrifuge experiment and DEEPSOIL software. As seen in Fig. 9, all methods are predicting a slight amplification for this smaller intensity input motion-1, with the non-linear
analysis matching the centrifuge data in the first few cycles slightly better. Further, there
is a small mismatch in high-frequency harmonics between DEEPSOIL non-linear analysis
and centrifuge data which can be observed in the FFT plots of Fig. 9.
Figure 10 shows the results of DEEPSOIL analysis and centrifuge data for the stronger
intensity input motion-3. It can be seen from Fig. 10 that the non-linear DEEPSOIL analysis and centrifuge data are showing the attenuation of shear waves as they propagate
through the soft clay and recorded smaller magnitudes of acceleration at the surface compared to the input motion.
However, the equivalent linear analysis predicts amplification of the seismic shear
waves as they propagate through the soft clay and results erroneously in large surface
accelerations. Moreover, as no stiffness degradation with the number of loading cycles is
possible in such analyses, there is no change in the soil response with an increase in the
number of loading cycles. In contrast, the non-linear analysis is able to capture both attenuation in peak accelerations and degradation with the number of loading cycles quite well
as seen in Fig. 10. From these analyses, it can be concluded that for smaller intensity input
motions, the site response analysis can be carried out using equivalent linear or non-linear
techniques as confirmed by the centrifuge test data. However, for stronger intensity input
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Fig. 9  Comparison of centrifuge data with DEEPSOIL analyses for input motion-1

motions, it is imperative that non-linear site response analyses are carried out and only
such analyses are able to capture the observed centrifuge results. This was also observed by
Zhou et al. (2017) with respect to soft, offshore clay deposits.
The transmission of stress waves from bedrock through the soft clays has implications to
the seismic behaviour of pile foundations embedded in such soils. Smaller intensity input
motions can be amplified through the soft clay and this can result in amplification of accelerations at the pile heads of the single pile or pile groups. Stronger intensity input motions,
on the other hand, can suffer attenuation as they pass through soft clay (owing to its limited
shear strength) and correspondingly the single pile or pile groups can see smaller accelerations at their pile heads. This aspect is investigated next.

3.3 Dynamic behaviour of pile foundations
3.3.1 Settlement of pile foundations
During the increase in centrifuge acceleration from 1 to 50 g, clay surface has settled by
0.082 m while the single pile has settled by 0.105 m and pile groups-1 and 2 have settled
by 0.888 m and 0.096 m respectively. The pile group-1 (pile spacing ~ 2.67d) has settled
excessively compared to either the single pile or pile group-2 (pile spacing ~ 5.33d). Furthermore, a sudden block failure was observed while increasing the centrifugal acceleration from 40 to 50 g in pile group-1 as seen in Fig. 11. In this figure, the settlement and

13

Bulletin of Earthquake Engineering

Fig. 10  Comparison of centrifuge data with DEEPSOIL analyses for input motion-3

Fig. 11  Settlement recorded during swing up of the model in centrifuge from 20 to 50 g

time axes are shown in model scale. The prototype settlements are plotted on the secondary
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axis on the right-hand side. The pile spacing of 2.67d for pile group-1 is less than the minimum 3d recommended by Tomlinson (1995) for pile groups in soft clay. As the piles are
closely spaced for the significant interaction between them during input motions, there may
be an overlap of the zones of increased stress beneath the tip of the piles under static loading leading to a block failure and causing excessive settlement in pile group-1. In contrast,
the pile group-2 has a much larger pile spacing of 5.33d and therefore no block failure
occurred and consequently the settlement suffered by this pile group was small. The single
pile also suffered relatively small settlement albeit being marginally larger than the pile
group-2, owing to its slightly larger pile head mass (see Fig. 1). The observed settlements
are in line with the expected behaviour of the single pile and pile groups-1 and 2. They
highlight the elevation of the pile tip prior to any input motion being applied, as shown in
Fig. 12. A potential clay yielding zone observed during input motion-3 is also evinced in
Fig. 12.

3.3.2 Acceleration response of pile foundations
Figure 13 shows the response of clay surface and pile foundations during the input
motions-1 and 3. During the smaller intensity input motion-1, it can be seen that both the
clay body and the piles show amplification. Further, the single pile and the pile groups-1
and 2 all show slightly higher amplification than the clay surface as seen in Fig. 13a. During the stronger intensity input motion-3, the clay surface shows severe attenuation as seen
in Fig. 13b owing to the limited shear strength of the clay as explained in previous sections.
However, the single pile and pile groups-1 and 2 show strong amplification, particularly
at the start of the input motion-3. It can be seen that the single pile shows higher amplification compared to pile groups-1 and 2. Further, pile group-2 shows higher amplification than pile group-1. This suggests that the piles in group-1 act together owing to their
smaller pile spacing (2.67d). There is some degree of attenuation of accelerations seen by

Fig. 12  Embedded depth of pile foundations before each input motion fired in the study
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Fig. 13  Response of pile foundations during, a input motion-1, b input motion-3

the pile heads with number of cycles. This suggests that the tops of the piles are undergoing much larger vibrations relative to the clay surface and this must lead to a strong interaction between the piles and the surrounding clay. This is true for the single pile and the two
pile groups-1 and 2 tested.
Discussion on the behaviour of pile foundations during different input motions can be seen
in terms of Arias intensity (Arias 1970). Arias intensity of a signal includes the effects of both
amplitude and frequency content and is computed as a function of time using the Eq. (2). The
final value of the Arias intensity, say Ia,∞, can be determined using the Eq. (3)
t

𝜋
Ia (t) =
[a(t)]2 dt
2g ∫
0
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∞

Ia,∞

𝜋
= Ia (∞) =
[a(t)]2 dt
2g ∫

(3)

0

where a(t) is the acceleration time history and g is the acceleration due to gravity
Figure 14a shows the Arias intensities computed as a function of time for the input
motion, clay surface, single pile and pile groups for the three different input motions. In
Fig. 14a, the Arias intensities of clay surface and pile foundations are increasing with the
increase in intensity of the input motion except for the case of clay surface attenuation
during the input motion-3. Figure 14b shows the response of the free field clay surface
and pile foundations in terms of Arias intensity, but the vertical axis is the ratio of Arias
intensity to the final value of Arias intensity of the corresponding input motion, i.e., Ia
(t)/Iinput
a,∞, called normalised Arias intensity (NAI). During the input motions-1 and 2, the
clay surface and pile foundations’ NAIs are greater than 1, indicating the amplification of
input motions. However, during input motion-3, the NAI is lower than 1 for clay surface

Fig. 14  Pile foundations’ response during the different input motions, a actual response, b normalised
response
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Fig. 14  (continued)

indicating attenuation of input motion as it propagates through the soft clay, as seen in
Figs. 7 and 14a.
The most striking feature observed in Fig. 14b is that the least NAI is observed for
the strongest motion, i.e., input motion-3. This is true for single pile as well as both pile
groups-1 and 2. The highest NAI is seen during input motion-2 for the single pile and
pile group-2. This suggests that amplification can occur for smaller to medium intensity shaking (input motions-1 and 2) but strong attenuation results for stronger intensity shaking (input motion-3). More amplification occurred in input motion-2 than in
input motion-1. This suggests that until the shear strength of the clay is reached amplification can occur, but once the input motion generates shear stresses larger than the
shear strength of clay, attenuation results. Further in all cases, the single pile behaviour
is close to the widely spaced pile group-2. The closely spaced pile group-1 results in
smaller NAI’s for all the three input motions considered. This suggests that there is
strong interaction between the piles in this group owing to their close spacing.
Overall the dynamic response of friction pile foundations during seismic loading
greatly depends on the behaviour of clay surrounding them and the intensity of the
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bedrock motion. If there is no yielding of clay during the dynamic loading, then both
the free field surface and pile foundations’ acceleration response will be amplified relative to the input motion. However, when there is a yielding of clay during strong bedrock motion, the free field surface motion will be attenuated strongly. The behaviour of
pile foundations during such attenuated motions depend on the motion received by the
pile foundations at their tip levels and the excitation of the surrounding soil. The results
presented in this paper show that there will be a strong interaction between the piles and
the surrounding soil owing to the differences in their acceleration response.

4 Conclusions
A series of centrifuge experiments were carried out to investigate the behaviour of friction pile foundations in soft clay during the earthquakes. A single model pile and two
sets of 3 × 1 row model pile groups with different pile spacing were embedded into
the soft kaolin clay and were subjected to sinusoidal excitations of smaller to stronger
intensities in a 50 g centrifuge test. The following are the major conclusions from this
research:
1. The amplification or attenuation of bedrock acceleration as it propagates through the
soft clay depends on the intensity of the input motion and strength and stiffness of the
clay. The clay will amplify the bedrock motion if the shear stresses generated because of
shear wave propagation are less than the shear strength of the clay. If clay yields during
the strong excitations, then the attenuation of input motion will result.
2. For smaller intensity input motions, the difference between equivalent linear and nonlinear analyses from DEEPSOIL software is quite small. However, for stronger intensity
input motions, the equivalent linear analysis over predicts the site response while nonlinear analysis is able to capture the observed attenuation in the centrifuge test data.
3. During the smaller to medium intensity input motions, both the single pile and pile
groups tested show amplification. During stronger intensity input motion, all piles tested
show amplification relative to the clay surface motion, which shows marked attenuation.
4. Using the normalised arias intensity (NAI) plots it can be seen that the amplification of
the single pile and two pile groups is the least for the strongest input motion, owing to
the yielding of clay.
5. The behaviour of the single pile is comparable to the widely spaced pile group for both
smaller and stronger intensity input motions. The pile group with closely spaced piles
behaved quite different to the single pile, due to the strong interaction between each of
the piles.
It must be pointed out that the input motions used in this research are sinusoidal excitations. It would be interesting to investigate the behaviour of single pile and pile groups
subjected to more realistic motions in the future.
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